
6. Place the 1 3/4” (larger) stainless steel 
washer inside the cavity of the PWC and over 
the center bolt followed by the stainless steel 
locking washer then the stainless steel nut.  
Hand tighten only.

7. Place the 5/8” stainless steel washer inside 
the cavity of the PWC and over the second 
bolt, followed by the stainless steel locking 
washer then the stainless steel nut.
Hand tighten only.

8. Tighten these nuts slowly with a socket 
or adjustable wrench.  Do not over-tighten. 
The nuts must be snug enough to hold the 
linedudes™ firmly in place.

C. Testing
Pull out some line and lock the linedude to test
the mounting.  Pull it a few times to observe
how the unit rests against the fiberglass.  If it
pulls away from the hull, simply tighten the nuts
a little more and repeat this procedure until the
unit remains firmly against the hull while pulling.

D. Maintenance
Check the tightness of the nuts periodically to
ensure a safe working condition.

A. Choose a suitable location for mounting.  
This will vary with each
make and model of
personal watercraft
(“PWC”). 
Your linedudes
measures 6.5” in
diameter and should be
installed on a relatively
flat surface area to

achieve better mounting.  It should be placed in
a manner as to not interfere with normal
operation of your PWC and should be within easy
reach for use.  To accomplish this, we suggest
you remove the cushion to use as a template.

The cushion will show
you the exact amount
of surface area required
for mounting.  It is
important to note that
the mounting location
must be accessible to
the underside of the
PWC in order to tighten

the nuts.  Most PWCs have storage bins, coolers,
seats, etc. that may be removed for easy access
to the underside areas.  Once these criteria have
been met, its time to drill.

B. Drilling
1. Place the cushion on the desired location.  

Mark the two drilling holes (already in the 
cushion) with a pencil.

2. Drill the center, or larger of the two holes, 
using the 1/2” bit.

3. Drill the second, or smaller of the two 
holes, using the 1/4” bit.

4. Place the cushion exactly over these two 
holes, lining up the center hole with the 

larger, or 1/2” hole 
and the second 1/4” 
off center hole.

5. Place the 
linedudes™ over 
the top of the 
cushion and into the 
cavity of the PWC.

Prior to installing and using your
linedudes™, read this document in its
entirety as it contains important user

information.
Warning: Do not attempt to open the
linedudes™ unit. Doing so could be hazardous
and cause harm and will void the warranty
described below.
Should you have any questions after reading
this, please do not hesitate to contact us either
by e-mail at info@linedudes.com

Please read instructions in their entirety
prior to proceeding.  In addition, you can
view our installation video on our web site 
at www.linedudes.com

To install linedudes™ you will require:
1. A drill with 1/4” 

and 1/2” bits;
2. A socket wrench 

with a 3/4” and 
7/16” socket or 
an adjustable 
wrench

3. A pencil.

Your linedudes™ will contain:
1. One linedudes™;
2. One sponge 

cushion;
3. One 1 3/4” 

stainless steel 
locking washer;

4. One 5/8” 
stainless steel 
washer;

5. One 1/2” stainless steel locking washer
6. One 1/4” stainless steel locking washer
7. One 1/2” stainless steel nut; and
8. One 1/4” stainless steel nut.
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